
>> cold light source.
HIPP LED F-70-P

       Technical Specifications

Cooling:	 • passive cooling
Luminous flux at optical fiber: 	• 1 m × Ø 9 mm: 1500 lm
Color temperature:	 • 6.900 K
Fiber optic connection:	 • Ø 15 mm
Light source:	 • 100W-Power-LED
Power consumption:	 • 100 W
Operating voltage:  	 • 100 - 240 V AC, 50/60 Hz
LED life:	 • 50.000 h (manufacturer)
Temperature:	 • 0° C bis 50° C
Dimension (L×B×H): 	�• 283 mm × 230 mm × 116 mm
Material: 	 • anodised aluminium
Colour:	 • black and silver
Weight:	� • ca. 5.2 kg
Delivery:	� • LED cold light source LED F-70-P

       Cold Light Source
Item Item-No.
LED F-70-P HT-LEDF-70-P



>> variant overview.
HIPP Optical Fibers

       Cable Diameter: 3,5 mm to 4,8 mm, adhered
Item Ø [mm] Length [mm] Item-No.
Light sources with steel sheathing*
[standard cable] 3,5 1800 Light guide, dia 3,5 mm, l=1800 mm and 

SS metal conduit [tip length 62.00 mm] HT-0004-15-ZU

Light sources with steel sheathing*
[standard cable] 3,5 2500

Light guide, dia 3,5 mm, l=2500 mm, with 
glued fibers and SS metal conduit [tip 
length 62.00 mm]

HT-0005-15-ZU

Light sources with steel sheathing* 3,5 3000
Light guide, dia 3,5 mm, l=3000 mm, with 
glued fibers and SS metal conduit [tip 
length 62.00 mm]

HT-0007-15-ZU

Light sources with steel sheathing* 3,5 5000
Light guide, dia 3,5 mm, l=5000 mm, with 
glued fibers and SS metal conduit [tip 
length 62.00 mm]

HT-0006-15-ZU

Light sources with steel sheathing*
[standard cable] 4,8 1800 Light guide, dia 4,8 mm, l=1800 mm and 

SS metal conduit [tip length 62.00 mm] HT-0004-16-ZU

Light sources with steel sheathing*
[standard cable] 4,8 2500 Light guide, dia 4,8 mm, l=2500 mm and 

SS metal conduit [tip length 62.00 mm] HT-0005-16-ZU

Light sources with steel sheathing* 4,8 3000 Light guide, dia 4,8 mm, l=3000 mm and 
SS metal conduit [tip length 62.00 mm] HT-0006-16-ZU

* internal bend protection including adapter

Made in Germany

       Product Profile

Passive optical fiber for connection to an external light source. Optical fibers ensure optimum light transmission 
from the light source to the borescope. Full compatibility with light sources and boroscopes of all well-known  
manufacturer. (Compatible brands: Storz / R. Wolf / Olympus / IT Concept / Streppel / Schölly)
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HIPP Passive Light Sticks
>> additional lighting.

       Product Profile

Passive light stick with Storz adapter for connection to an external light source.

       Technical Specifications

Diameter:	 •0,5 mm – 10 mm
Length:	 •50 mm – 1 m
Beam angle:	 •0°, 30°, 70°, 90°
Material:	 •Glass fiber gripped in stainless steel tube

       Note

Lengths and diameters of the light sticks on request.



Hipp Endoskop Service GmbH 
Glottertalstrasse 10
79108 Freiburg / Germany 
Telefon: +49 (0) 761 / 52800 
Telefax: +49 (0) 761 / 52855 
E-Mail: info@hipp-es.com
internet: www.hipp-es.com

HIPP Endoskop Service GmbH
>> your requirements are our aims.

Your partner in industrial endoscopy.

Hipp Endoskop Service GmbH is certified to DIN EN ISO 9001:2015 
Certificate registration-No. 20100213013252




